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[image: ]According to the contagious factor that has been learned in viruses, 1 person has a multiplier effect of 3 transmition.
Fever has been detected as one symptom of COVID-19. 
Protocols for COVID-19 have to be at high levels in critical infrastructures that has been granted exceptions to keep running key important manufacturing operations.
Thermal Human Temperature can be measured to robust your COVID-19 Protocol in your facilities and react offering rapid response, but under a safer protocol to avoid your labor force to be infected.  
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For further technical questions and assistance of your EHS departments, HR as well as IT concerns, please contact us to offer our support in Puerto Rico and Caribbean region.
Email: cmijares@alarmexperts.net
            Cesaramijaresg1010@hotmail.com
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‘Solution Overview

“The Dahua Human Body Temperature Monitoring solution offers the
Iatest hybrid thermal network camera that combines a Vanadium Oxide
(VOx) sensor with a 2 MP visible-ight sensor.The solution also provides
2 blackbody calibration device that maintains 2 constant temperature.
a5 a reference point for the thermal camera. The thermal camer
coupled with the blackbody calibration device and a feature-rich 4 T8
Network Video Recorder delivers a contactiess solution for continuous,
contactless, and non-invasive temperature monitoring

Human Body Temperature Measuring technology assists n preventing
the spread of vialdiseases by allowing for quick, accurate detection of
elevated body temperatures. Thermal imaging equipment can casily
be installed and implemented to detect elevated body temperature in
environments such as airports, hospitals, clinics, offce buildings, cruise:
ships, and any large public gathering location.
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Normal Human Body Temperature: -37°C / 98.6°F
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‘Thermal Camera Functions
Uncooled Vanadiur Oxide (VOx) Technology

Dahus thermal cameras use an uncooled Vanadium Oxide (VOx)

Sensor that delivers higher thermal sensitvity in a more compact and
cost<ffective package. Vanadium Oxide cameras are also more relable,
a5 compared to other thermal imaging technologies, due to less moving
parts.

High Thermal Sensitivity

“The VOx detector offers high thermal sensitiity (< 50 K] that allows
Dahus thermal cameras to distinguish objects n a scene with minimal
tempersture differences. The camers captures detailed images where
thermal contrast between object and background is mirimal

Smart Alarm

The camera is equipped with a white-light iluminator and an external
peaker that can be triggered when the camers detects an sbrorml
event either via the thermal or the visible-light sensor. The camera also
takes a snapshot of the scene and can record the snapshot.

Real-time Face Recognition
Analytics+ performs real-time facial recogrition on up to four (4)
streaming video channels simultancously. The server captures and
‘anslyzes facial features to determine gender, age, xpression, glasses,
moustache, and mask, and then can record the faces and store the
associated structured data. The server also filters incoming video to
display faces that match target features.

Face Database Management

In 3ddition to the 100,000 facil mages, the NVR database also stores.
names, genders, irthdays, nationality, address, and ID information
‘associated with each facial image. The NVR also offers powerful and
configurable database management festures that can be spplied to
ach face recognition channel independently.
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Thermal Benefits

High Accuracy
« +0.3°C ( with blackbody )

High Efficiency

+ Non - contact temperature detection, quick screening
+ Long distance, wide coverage and multi — person detection

Low Cost

Automatic early warning mechanism, saving manpower and reducing the risk
of cross-infection
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Strong Adaptability

« Applied to small scenes such as entrances and exits
« Large scenes such as airports and railway stations with dense personnel

Dating Back

+ Realize the historical data backtracking, data analysis and so on combined with the platform
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Human Body Temperature Measurement

Complete Solution to Detect and Monitor Human Body Temperature




